O F F >> HS-1000Plus (portable water analyzer)
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Features

Specifications

- Light weight and simple design
- Semi-permanent light source-LED Lamp

- Battery and AC power compatible e
- Function to automatically turn off LCD for power savings
- Use of vivid and bright graphic LCD

>> HS -1000Plus

litems for measurement

Display
Light source
Power
Battery

Data storage
Dimension
Weight

Cell type
Option

23 items including COD(cr), COD(Mn), total nitrogen, total phosphorous,
ammoniac nitrogen, nitric nitrogen, nitrate nitrogen, phosphoric acid etc
128x64 Dot, Graphic LCD

LED (365,405,450,525,605,880 nm)

100~240V Free Voltage 50/60Hz

Liion, 3.7V 850mA

1,000 data

98(W)*202(D)*15(H)mm

4509

16mm round vial

Thermal printer, Bluetooth

>> HS-1000SW

[tems for measurement

Display
Light source
Power
Battery

Data storage
Dimension
Weight

Cell type
Option

Seawater COD(Mn), seawater total nitrogen, seawater total phosphorous,
seawater ammoniac nitrogen, seawater nitric nitrogen, seawater nitrate nitrogen,
seawater orthophosphate

128*64 Dot, Graphic LCD

LED (365, 405, 450, 525, 605, 880nm)

100 ~ 240V Free Voltage 50/60Hz

Liion, 3.7V 850mA

1,000 data

98(W)*202(D)*15(H)mm

4509

16mm round vial

Thermal printer, Bluetooth




